US009118444B2

a2 United States Patent

Kliger et al.

US 9,118,444 B2
Aug. 25,2015

(10) Patent No.:
(45) Date of Patent:

(54)

(71)

(72)

(73)

")

@

(22)

(65)

(60)

(1)

(52)

PHYSICAL LAYER (PHY) LINK SIGNALING
FOR CABLE NETWORKS

Applicant: Broadcom Corporation, Irvine, CA
(US)
Inventors: Avi Kliger, Ramat Gan (IL); Yitshak
Ohana, Givat Zeev (IL); Niki Pantelias,
Duluth, GA (US); Leo Montreuil,
Atlanta, GA (US); Jonathan S. Min,
Fullerton, CA (US); Edward Boyd,
Petaluma, CA (US); Mark Laubach,
Redwood City, CA (US); Victor Hou,
San Diego, CA (US)
Assignee: Broadcom Corporation, Irvine, CA
(US)
Notice: Subject to any disclaimer, the term of this
patent is extended or adjusted under 35
U.S.C. 154(b) by O days.

Appl. No.: 14/029,204

Filed: Sep. 17, 2013

Prior Publication Data

US 2014/0079102 A1 Mar. 20, 2014

Related U.S. Application Data

Provisional application No. 61/702,102, filed on Sep.
17, 2012, provisional application No. 61/702,113,
filed on Sep. 17, 2012, provisional application No.
61/702,170, filed on Sep. 17, 2012, provisional

(Continued)
Int. Cl.
HO04B 1/38 (2006.01)
HO4L 5/00 (2006.01)
U.S. CL
CPC .. HO4L 5/0046 (2013.01)

(58) Field of Classification Search

CPC ............ HO4L 5/0046; HO4N 21/6118; HO4N
21/6168; HO4N 21/6156; HO4N 7/17309;

HO4H 20/78; HO4H 60/32; HO4H 60/97

USPC i 375/222

See application file for complete search history.
(56) References Cited
U.S. PATENT DOCUMENTS

5,481,296 A
2003/0078060 Al*

1/1996 Cragun et al.
4/2003 Beckeretal. ................ 455/466

(Continued)
OTHER PUBLICATIONS

International Search Report with Written Opinion of the International
Search Authority, Alexandria, Virginia, directed to related Interna-
tional Patent Application No. PCT/US2013/060094, mailed Mar. 5,
2014; 18 pages.

(Continued)

Primary Examiner — Don N Vo

(74) Attorney, Agent, or Firm — Sterne, Kessler, Goldstein
& Fox PL.L.C.

(57) ABSTRACT

Embodiments include systems and methods for enabling a
physical layer (PHY) link signaling channel between a net-
work termination modem and a cable modem in a cable
network. The PHY link signaling channel is embedded within
the same multi-carrier channel as the data and enables PHY
link up between the network termination modem and cable
modem without involvement of higher layers (e.g., MAC).
The PHY link signaling channel can be implemented in the
downstream (from the network termination modem to the
cable modem(s)) or in the upstream from a cable modem to
the network termination modem. Embodiments are appli-
cable to any known cable network, and particularly to cable
networks implementing the DOCSIS and EPoC standards.

22 Claims, 10 Drawing Sheets

336

PHY Byrmibol FLC
Tantrolts! ~aeeeewd NGEDEr 3wt Intedeaver =
326 5 08 iy 314 5
304 340 382 Multi-
Carrier
Modulator
312
Bymbit Time ; CP& BE
Mapper --w Intelleaver Ty interieaver ,w - Windowing .-+ Trarsmitter R
308 38 i 320 i | 322 334 i
303 § £ b
¢ > f i
348 350 e

?\— 32

Profile
Tapie
3ie




US 9,118,444 B2

Page 2
Related U.S. Application Data 2010/0154017 A1 6/2010 Anetal
o 2010/0172434 Al 7/2010 Chun et al.
application No. 61/723,711, filed on Nov. 7, 2012, 2010/0202334 Al 8/2010 Soliman et al.
provisional application No. 61/752,532, filed on Jan. 2010/0214972 Al* 82010 Cheetal. ..o 370/315
15, 2013, provisional application No. 61/756,881, ggigggiggg ﬁ} ;ggg gﬁn;uaslwamy
filed on Jan. 25, 2013. 2012/0307842 Al* 12/2012 Petrov et al. ooocooeirir.n. 370/474
2013/0235748 Al* 9/2013 Fongetal. ......cooee. 370/252
(56) References Cited OTHER PUBLICATIONS

U.S. PATENT DOCUMENTS

2004/0252725 Al* 12/2004 Sunetal. ... 370/503
2008/0186935 Al 8/2008 Lingetal.

2009/0279638 Al  11/2009 Kurobe et al.

2010/0080266 Al 4/2010 Zhang et al.

International Preliminary Report on Patentability directed to related
International Patent Application No. PCT/US2013/060094, mailed
Mar. 26, 2015; 2 pages.

* cited by examiner



US 9,118,444 B2

Sheet 1 of 10

Aug. 25,2015

U.S. Patent

IE
WSPO
Wo UORBUILILIS | SIOMIBN
801
okt { . 801
AHd A
147 0Lt
e e e e e e e g
OYIN oYW

oL

ot




US 9,118,444 B2

Sheet 2 of 10

Aug. 25,2015

U.S. Patent

2/ IA086VELL

YlomjeN SWoH

|

O
(@)
o

1
1
|
1
1
|
|
|
|
|
|
|
|
l
|
|
|
|

£ "Old

jue|d =2pIsing

(L10) |leuiws)
au _._mo_ao

Ajoe4 O2/aNH



US 9,118,444 B2

Sheet 3 of 10

Aug. 25,2015

U.S. Patent

9EE

€ "Old
0Le
el
3fi0id
&
ale 0ge ave reE 208 e
; Y w ¥ : i
pee P } W 0ze m BLE % 90g : J8paousy
JenusuURL ] M BUIMODUIAR M-S 4 JOABBUSIUL hed JoARBUSIUL e saddepy
4 9 Asusnbald QUL OQUIAS 14 i
0ee i
Nw.m. ¥ LR
JOIEINPOY £ b The
iaulen ,:
NN zs¢ Ove 0¢
% 7ie £, 80¢ / 97¢
- JBABSUDIUL et iaddeny i islionucs
0d joquiAg Akd
rA%RS
5 ¢
.».W
gze

)
)
)



US 9,118,444 B2

Sheet 4 of 10

Aug. 25,2015

U.S. Patent

Lo
e

¥ "Old

¥

‘baig susn
j[guURyD

.W 920y

Crde) 2O
B

"baiy isuen
AU AHdA

(ZHW 9 17 0)
[PUUBLD YU AHJ



US 9,118,444 B2

Sheet 5 of 10

Aug. 25,2015

U.S. Patent

siogwiig

g "Old

fogquiAs

<

S

oy

—— e H

m

R

0

e

sz
~ ¥0S

e
i 909

dnoib
Jauieagnsg
pajedipag

S i

pLS
816

22

| dnosf

M iBuesgng

pEiedipad

¥
SIBLIRO-gNS



U.S. Patent Aug. 25, 2015 Sheet 6 of 10 US 9,118,444 B2

3
«9

128 symbols

T
FIG. 6

128 symbols (~ 2.75 to 5.32 msec)

8 symbols
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PHYSICAL LAYER (PHY) LINK SIGNALING
FOR CABLE NETWORKS

CROSS-REFERENCE TO RELATED
APPLICATION(S)

The present application claims the benefit of U.S. Provi-
sional Application No. 61/702,102, filed Sep. 17, 2012, U.S.
Provisional Application No. 61/702,113, filed Sep. 17,2012,
U.S. Provisional Application No. 61/702,170, filed Sep. 17,
2012, U.S. Provisional Application No. 61/723,711, filed
Nov. 7, 2012, U.S. Provisional Application No. 61/752,532,
filed Jan. 15, 2013, and U.S. Provisional Application No.
61/756,881, filed Jan. 25, 2013, all of which are incorporated
herein by reference in their entireties.

TECHNICAL FIELD

The present disclosure relates generally to physical layer
(PHY) link signaling in cable networks.

BACKGROUND
Background Art

In cable networks, before upper layer (e.g., Medium
Access Control (MAC)) information can flow between two
nodes (e.g., network termination modem and cable modem),
aphysical layer (PHY) link needs to be established. Typically,
establishing the PHY link requires the cable modem to deter-
mine the frequency location of the physical channel, deter-
mine physical transmission characteristics of the channel,
and synchronize itself in time/frequency with the network
termination modem.

BRIEF DESCRIPTION OF THE
DRAWINGS/FIGURES

The accompanying drawings, which are incorporated
herein and form a part of the specification, illustrate the
present disclosure and, together with the description, further
serve to explain the principles of the disclosure and to enable
a person skilled in the pertinent art to make and use the
disclosure.

FIG. 1 illustrates an example cable network architecture
according to an embodiment.

FIG. 2 illustrates another example cable network architec-
ture according to an embodiment.

FIG. 3 illustrates an example physical layer (PHY) trans-
mitter according to an embodiment.

FIG. 4 is a frequency domain illustration of an example
multi-carrier channel according to an embodiment.

FIG. 5 is a time and frequency domain illustration of
another example multi-carrier channel according to an
embodiment.

FIG. 6 is a time domain illustration of an example PHY
Link Channel (PLC) according to an embodiment.

FIGS.7A-7C illustrate example implementations of a Next
Profile Pointer (NPP) channel according to embodiments.

FIG. 8 illustrates an example PHY receiver according to an
embodiment.

The present disclosure will be described with reference to
the accompanying drawings. Generally, the drawing in which
an element first appears is typically indicated by the leftmost
digit(s) in the corresponding reference number.

DETAILED DESCRIPTION OF EMBODIMENTS

For purposes of this discussion, the term “module” shall be
understood to include at least one of software, firmware, and
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hardware (such as one or more circuits, microchips, proces-
sors, or devices, or any combination thereof), and any com-
bination thereof. In addition, it will be understood that each
module can include one, or more than one, component within
an actual device, and each component that forms a part of the
described module can function either cooperatively or inde-
pendently of any other component forming a part of the
module. Conversely, multiple modules described herein can
represent a single component within an actual device. Fur-
ther, components within a module can be in a single device or
distributed among multiple devices in a wired or wireless
manner.

FIG. 1 illustrates an example cable network architecture
100 according to an embodiment. Example cable network
architecture 100 is provided for the purpose of illustration
only and is not limiting of embodiments. Embodiments
described herein can be implemented in a cable network
architecture, such as cable network architecture 100.

As shown in FIG. 1, example network architecture 100
includes a network termination modem 102 and a cable
modem 104, coupled via a distribution network 106. Distri-
bution network 106 can include a coaxial cable and optionally
other coaxial components (e.g., splitters, amplifiers, etc.). As
would be understood by a person of skill in the art based on
the teachings herein, network termination modem 102 can
serve multiple cable modems, such as cable modem (CM)
104, in a point-to-multipoint topology. According to embodi-
ments, network termination modem 102 can be a Data Over
Cable Service Interface Specification (DOCSIS) Cable
Modem Termination System (CMTS) or a Coaxial Line Ter-
minal (CLT), for example. CM 104 can be a DOCSIS cable
modem or a Coaxial Network Unit (CNU), for example.

Network termination modem 102 and CM 104 implement
respective Medium Access Control (MAC) layers 110 and
114. According to embodiments, MAC layers 110 and 114
can be, without limitation, DOCSIS or Ethernet Passive Opti-
cal Network (EPON) MAC layers. An end-to-end MAC link
can be established between MAC layers 110 and 114 as
shown in FIG. 1.

Network termination modem 102 and CM 104 implement
physical layers (PHYs) 108 and 112 respectively. PHY's 108
and 112 establish a PHY link over distribution network 106,
which can be transparent to upper layers such as the MAC
layer. PHY's 108 and 112, can be, without limitation, DOCSIS
PHYs or Ethernet Passive Optical Network over Coax
(EPoC) PHYs. In an embodiment, PHY 108 includes a ser-
vice provider PHY and PHY 112 includes a subscriber PHY.

FIG. 2 illustrates another example cable network architec-
ture 200 according to an embodiment. Example cable net-
work architecture 200 is provided for the purpose of illustra-
tion only and is not limiting of embodiments. Embodiments
described herein can be implemented in a cable network
architecture, such as cable network architecture 200. Cable
network architecture 200 is a hybrid fiber coaxial (HFC)
architecture.

As shown in FIG. 2, example cable network architecture
200 includes an Optical Line Terminal (OLT) 202, which is
coupled via a fiber optic line 204, to network termination
modem 102. Network termination modem 102 includes an
Optical Network Unit (ONU) that allows it to establish an
EPON MAC link over fiber optic line 204 with OLT 202.
Network termination modem 102 is coupled via a coaxial
cable 206, and an intervening splitter 208, to CM 104 and a
CM 210. Accordingly, network termination modem 102 acts
as a bridge between the optical and the coaxial portions of the
network. In an embodiment, network termination modem 102
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includes a media converter for converting signals at the PHY
level from optical to electrical, and vice versa.

In either one of example cable network architectures 100
and 200, PHY's 108 and 112 of network termination modem
102 and CM 104 need to establish a PHY link before any
upper layer (e.g., MAC layer) data can flow between network
termination modem 102 and CM 104. Establishing the PHY
link includes, among others, CM 104 determining the loca-
tionin frequency of the upstream/downstream channel, deter-
mining the physical transmission characteristics of the chan-
nel (e.g., transmit power level, modulation order, symbol
time, cyclic prefix (CP) size, Forward Error Correction (FEC)
type, etc.), and establishing time/frequency synchronization
with network termination modem 102.

Conventionally, the channel characteristics may be fixed
and known to CM 104 such that CM 104 can establish the
PHY link without assistance from network termination
modem 102. However, in future cable networks (e.g., DOC-
SIS 3.1 and EPoC), it is envisioned that cable operators will
be able to configure the channel as desired both in terms of'its
location in frequency (can include multiple adjacent or non-
adjacent bands in the upstream or downstream) and its physi-
cal transmission characteristics. In addition, it is also antici-
pated that the channel can have variable physical
transmission characteristics (e.g., modulation profiles, trans-
mit power, etc.) over time (e.g., from one symbol to another)
and frequency (e.g., from subcarrier to subcarrier). Accord-
ingly, CM(s) wishing to connect to network termination
modem 102 require assistance from network termination
modem 102 in order to establish PHY links to CLT 102.

Embodiments as further described below include systems
and methods for enabling a PHY link signaling channel
between a network termination modem and a CM in a cable
network. The PHY link signaling channel is embedded within
the same multi-carrier channel as the data and enables PHY
link up between the network termination modem and CM
without involvement of higher layers (e.g., MAC). The PHY
link signaling channel can be implemented in the downstream
(from the network termination modem to the CM(s)) or in the
upstream from a CM to the network termination modem.
Embodiments are applicable to any known cable network,
and particularly to cable networks implementing the DOCSIS
and EPoC standards.

FIG. 3 illustrates an example physical layer (PHY) trans-
mitter 300 according to an embodiment. Example PHY trans-
mitter 300 is provided for the purpose of illustration only and
is not limiting of embodiments. Example PHY transmitter
300 can be located in a network termination modem, such as
network termination modem 102, for example, or in a CM,
such as CM 104. In the embodiment described below, PHY
transmitter 300 is described as being embedded in a network
termination modem and used to generate and transmit a
multi-carrier modulated signal (comprising time consecutive
multi-carrier modulated symbols, each symbol transmitted in
a symbol time slot over a multi-carrier channel), carrying
both data and PHY link signaling, downstream to at least one
CM. As will be understood by a person of skill in the art based
on the teachings herein, PHY transmitter 300 can also be used
in a CM to generate and transmit a multi-carrier modulated
signal for carrying data and PHY link signal upstream to the
network termination modem. For the purpose of simplifica-
tion only, the discussion below describes the generation and
transmission of a single multi-carrier modulated symbol in a
particular symbol time slot. The multi-carrier modulated
symbol can be an Orthogonal Frequency Division Multiplex-
ing (OFDM) or an Orthogonal Frequency Division Multiple
Access (OFDMA) symbol, for example.
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As shown in FIG. 3, example PHY transmitter 300
includes, among other components, an encoder 344; a PHY
controller 326; symbol mappers 306 and 308; a profile table
310; a PHY Link Channel (PLC) interleaver 314; a time
interleaver 318; a frequency interleaver 320, a multi-carrier
modulator 312, which may include an Inverse Fast Fourier
Transform (IFFT) module; a Cyclic Prefix (CP) and Window-
ing module 322; and a Radio Frequency (RF) transmitter 334.
Example PHY transmitter 300 can be coupled to a coaxial
cable 336.

In an embodiment, PHY transmitter 300 is configured to
receive a bit stream 346 from a MAC layer. Bit stream 346 is
divided into blocks that are encoded (e.g., Forward Error
Correction (FEC) encoded) using encoder 344 to generate
MAC data bit stream 302. MAC data bit stream 302 includes
aplurality of consecutive data codewords, each of which may
be destined to one or more CM. In an embodiment, a modu-
lation profile is associated with each codeword depending on
the CM(s) to which the codeword is destined. In an embodi-
ment, MAC data bit stream 302 is received by both symbol
mapper 306 and PHY controller 326.

In an embodiment, PHY controller 326 determines the
modulation profile for each codeword contained in MAC data
bit stream 302. PHY controller 326 then configures symbol
mapper 306 for the codeword using a control signal 330.
Based on signal 330, symbol mapper 306 retrieves the appro-
priate modulation profile for the codeword from profile table
310 and maps the codeword, based on the modulation profile,
to respective constellation points to generate data symbols
338. In an embodiment, the modulation profile for the code-
word determines a symbol bit loading per subcarrier for the
codeword, which determines a number of bits per second per
Hz that can be loaded into a subcarrier in a symbol time slot.
In other words, the modulation profile for the codeword deter-
mines the number of subcarriers needed to transmit the code-
word in a symbol time slot. For example, in the case of
OFDM, each subcarrier of the OFDM symbol can be inde-
pendently modulated using a Quadrature Amplitude Modu-
lation (QAM) constellation from 1 bit per second per Hz
(Binary Phase Shift Keying) up to 12 bits per second per Hz
(QAM-4096). Data symbols 338 are then provided to time
interleaver 318, which performs time interleaving on data
symbols 338 to generate time-interleaved data symbols 348,
and then to frequency interleaver 320, which performs fre-
quency interleaving on time-interleaved data symbols 348 to
generate time and frequency interleaved data symbols 350.
Data symbols 350 are then provided to multi-carrier modu-
lator 312.

In an embodiment, PHY controller 326 is further config-
ured to generate a PHY link signaling bit stream 304. In an
embodiment, PHY link signaling bit stream 304 includes bits
(which may also form codewords if FEC protection is applied
to the PHY link signaling) for a PHY Link Channel (PLC). As
further described below, the PLC can be transmitted on dedi-
cated subcarriers (e.g., 8, 16, 32) and contains PHY link up
information for CM(s) wishing to connect to the network
termination modem. For example, the PHY link up informa-
tion can include a template of a multi-carrier channel being
transmitted from the network termination modem. The multi-
carrier channel, as described below, can include data and the
PLC. The template of the multi-carrier channel can include,
without limitation, at least one of: a center frequency of the
multi-carrier channel, available subcarriers of the multi-car-
rier channel, frequency locations of NPP subcarriers (de-
scribed below) within the multi-carrier channel, a default
modulation profile, synchronization information, and power
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management information. In an embodiment, messages con-
tained in the PL.C can span more than one symbol time slot.

In another embodiment, the PLC can include a preamble,
which can be used by the CM(s) to locate the PLC in fre-
quency. The preamble can include a pre-determined
sequence, e.g., a pseudorandom noise (PN) sequence, which
can be used by a CM to detect the PL.C.

In another embodiment, the PL.C can include a power man-
agement message. The power management can indicate that
data codewords of a specific profile (e.g., profile A") will be
transmitted on the data channel. In an embodiment, profile A'
codewords are intended for one or more CMs in sleep mode.
Profile A' codewords can include unicast or broadcast user
data packets and/or unicast MAC Management Messages
(MMM). In an embodiment, CMs in sleep mode continue to
monitor the PLC and upon seeing the power management
message wake up in advance of transmission of profile A' to
receive the profile A' codewords on the data channel. In
another embodiment the CMs wakeup to listen for power
management messages carried over the PLC, e.g., when to
wake-up and in into which power management mode.

In an embodiment, symbol mapper 308 is configured to
receive PHY link signaling bit stream 304 from PHY control-
ler 326 and to map PHY link signaling bit stream 304 to
respective constellation points to generate PL.C symbols 340.
In an embodiment, the QAM modulation used by symbol
mapper 308 is provided by PHY controller 326 using a con-
trol signal 332 and can vary depending on the number of
subcarriers dedicated for transporting the PL.C. In another
embodiment, symbol mapper 308 uses 16-QAM (4 bits per
symbol) in mapping PHY link signaling bit stream 304. PLC
symbols 340 are then provided to PL.C interleaver 314, which
performs time interleaving on PLC symbols 340 to generate
time interleaved PLC symbols 352. PLC symbols 352 are
then provided to multi-carrier modulator 312 for modulation
onto respective dedicated subcarriers.

In another embodiment, PHY controller 326 is further
configured to generate and provide a Next Profile Pointer
(NPP) channel bit stream 342 to symbol mapper 306. As
further described below, the NPP channel can be transmitted
on dedicated data subcarriers (NPP subcarriers) that are a
subset of available subcarriers in a given symbol time slot. In
an embodiment, the NPP channel is composed of NPP mes-
sages, each occupying one symbol time slot. The NPP mes-
sage contains pointers, which identify the frequency bound-
aries (e.g., end subcarriers), and modulation profile
identifiers, which identify the modulation profiles, of data
codewords (or groups of data codewords) being transported
during the same symbol time slot as the NPP message. Thus,
the contents of NPP channel bit stream 342 sequentially cor-
respond to the data codewords contained in MAC data bit
stream 302. In one embodiment, pointers of the NPP message
point to every data codeword being transported during the
same symbol time slot as the NPP message. In another
embodiment, pointers of the NPP message point to a group of
data codewords with a similar profile, being transported dur-
ing the same symbol time slot as the NPP message.

In another embodiment, PHY controller 326 provides NPP
channel bit stream 342 to symbol mapper 308. The NPP
channel can then be processed along with the PL.C channel in
symbol mapper 308 and then multi-carrier modulator 312.
For the purpose of simplification, only the embodiment in
which the NPP channel is processed along with the data in
symbol mapper 306 and then time interleaver 318, frequency
interleaver 320, and multi-carrier modulator 312 is described
herein. Processing of the NPP channel using symbol mapper
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308, PLC interleaver 314, and then multi-carrier modulator
312 should be apparent to a person of skill in the art based on
the teachings herein.

Symbol mapper 306 is configured to map NPP channel bit
stream 342 to respective constellation points to generate NPP
symbols. In FIG. 3, the NPP symbols are assumed to form a
part of data symbols 338. In an embodiment, the QAM modu-
lation used by symbol mapper 306 is provided by PHY con-
troller 326 using control signal 330 and can vary depending
on the number of subcarriers dedicated for transporting the
NPP channel and/or the estimated Signal to Noise Ratio
(SNR) of the subcarriers dedicated for transporting the NPP
channel. In another embodiment, symbol mapper 306 uses a
fixed constellation of 64-QAM (6 bits per subcarrier) or
16-QAM (4 bits per subcarrier) or QPSK (2 bits per subcar-
rier) in mapping NPP channel bit stream 342.

In an embodiment, symbol mapper 306 receives MAC data
bit stream 302 and NPP channel bit stream 342 in parallel and
processes the two bit streams in a synchronized manner so
that as each data codeword of MAC data bit stream 302 is
mapped to respective data symbols, its corresponding bits
(e.g., the bits that describe the codeword’s frequency bound-
ary and modulation profile identifier) of NPP channel bit
stream 342 are respectively mapped to NPP symbols. The
mapping ofa data codeword and its corresponding NPP chan-
nel bits can occur at the same time or one after the other. In
another embodiment, the processing of MAC data bit stream
302 and NPP channel bit stream 342 by symbol mapper 306
occurs at the direction of PHY controller 326. Symbol map-
per 306 then provides data (and NPP) symbols 338 to time
interleaver 318. The same processing occurs as described
above in time interleaver 318 and frequency interleaver 320.

Multi-carrier modulator 312 is configured to modulate data
(and NPP) symbols 350 and PLC symbols 352 with data
subcarriers and PL.C subcarriers respectively to generate a
multi-carrier modulated symbol 316. Multi-carrier modu-
lated symbol 316 can be an OFDM symbol, for example.

In an embodiment, each data or NPP symbol is modulated
with respective subcarriers, and each PL.C symbol is modu-
lated with respective subcarriers. In an embodiment, each
pointer and corresponding modulation profile identifier
(which are associated with the same codeword) of an NPP
message are mapped to a single subcarrier. However, in other
embodiments, more than one subcarrier can be used. Data
(and NPP) symbols 350 can be modulated with a contiguous
(frequency adjacent) or non-contiguous collection of data
subcarriers. The number of subcarriers of this collection that
are used by the NPP message (NPP subcarriers) can be fixed
orvariable, as further described below. In an embodiment, the
data codewords and the NPP message being modulated in a
given symbol time slot are modulated with respective subcar-
riers in opposite directions. For example, the NPP message
can be modulated starting with the lowest frequency subcar-
rier of the collection of subcarriers (and moving up) and data
symbols can be modulated starting with the highest frequency
subcarrier (and moving down) of the collection of subcarri-
ers, or vice versa. The modulation of the data codewords and
the NPP message can be performed at the same time or one
after the other (e.g., modulating a codeword then its respec-
tive NPP channel information, then another codeword; or
modulating all the codewords then the NPP message).

Multi-carrier modulated symbol 316 can then be acted
upon by CP and Windowing module 322 before being for-
warded to RF transmitter 334. RF transmitter 334 is config-
ured to transmit multi-carrier modulated symbol 316 over a
multi-carrier channel of coaxial cable 336 to at least one CM.
As described above, the multi-carrier channel includes a plu-
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rality of data subcarriers configured to transport the data
symbols; a plurality of PL.C subcarriers configured to trans-
port the PLC symbols; and NPP subcarriers configured to
transport the NPP symbols. In an embodiment, the PL.C sym-
bols include a template of the multi-carrier channel, including
atleastone of: a center frequency of the multi-carrier channel,
available subcarriers of the multi-carrier channel, frequency
locations of the NPP subcarriers within the multi-carrier
channel, a default modulation profile (e.g., profile A), syn-
chronization information, and power management informa-
tion. Assuming the data symbols include at least a first data
codeword being transported by a first data subcarrier group of
the plurality of data subcarriers, then the NPP symbols
include a pointer configured to identify frequency and time
boundaries of the first data subcarrier group and a modulation
profile identifier associated with the first codeword (a code-
word may expand one symbol).

As will be understood by a person of skill in the art based
on the teachings herein, example PHY transmitter 300 can
also be used to embed upstream PHY link signaling from one
or more CM(s) to a network termination modem. In an
embodiment, the upstream PHY link signaling can be allo-
cated a dedicated number of subcarriers in the upstream. For
example, in an OFDMA frame, which can include simulta-
neous transmissions on respective subcarrier groups from
multiple CMs to the network termination modem, a set of
subcarriers can be reserved for upstream PHY link signaling.
The reserved set of subcarriers (in terms of number and fre-
quency placement) can be fixed or may vary by the network
termination modem. In each symbol time slot, only one CM
can use the reserved set of subcarriers for upstream PHY link
signaling to the network termination modem. In an embodi-
ment, the network termination modem allocates transmission
opportunities for upstream PHY link signaling to the CMs. In
another embodiment, the CMs use a contention-based proto-
col to transmit on the set of subcarriers reserved for upstream
PHY link signaling. In a further embodiment, some upstream
messages may be unicast (use allocated transmission oppor-
tunities) and other messages may be broadcast (use conten-
tion-based access). In an embodiment, upstream PHY link
signaling can include a CM identifier to identify the transmit-
ting CM, initial ranging signaling (used for the network ter-
mination modem to determine the ranging information for the
CM and to align the CM with other existing CMs on the same
OFDMA frame), period Error Vector Magnitude (EVM)
probes, power related messages, and error events, to name a
few examples. In an embodiment, upstream PHY link signal-
ing can be implemented in a similar fashion to the down-
stream PL.C described above, e.g., with a preamble sequence
for detection followed by data.

FIG. 4 is a frequency domain illustration of an example
multi-carrier channel 400 according to an embodiment.
Example multi-carrier channel 400 is provided for the pur-
pose of illustration only and is not limiting of embodiments.
Example multi-carrier channel 400 can be generated and
transmitted using a PHY transmitter, such as example PHY
transmitter 300, for example. Specifically, example multi-
carrier channel 400 can be a downstream channel transmitted
from a network termination modem to one or more CM(s). In
an embodiment, channel 400 can be an OFDM channel hav-
ing a frequency bandwidth up to 192 MHz.

As shown in FIG. 4, multi-carrier channel 400 includes a
plurality of subcarrier segments 402a, 4025, 402¢, and 402d,
which can be separated in frequency from each other by
existing services, for example. Subcarrier segments 402a,
4025, 402¢, and 402d can be of same or different sizes in
terms of the subcarriers that each includes. In an embodiment,
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as shown in FIG. 4, a portion 404 of segment 402q is dedi-
cated for transporting a PLC, as described above. In an
embodiment, portion 404 can include between 8 and 32 sub-
carriers. In another embodiment, the PLC can be between 0.4
and 1.6 MHz in bandwidth. However, other bandwidth values
can also be used for the PL.C according to embodiments. In an
embodiment, the center frequency of the PL.C corresponds to
a DOCSIS downstream center frequency as specified in the
DOCSIS standard.

FIG. 5 is a time and frequency domain illustration of
another example multi-carrier channel 500 according to an
embodiment. Example multi-carrier channel 500 is provided
for the purpose of illustration only and is not limiting of
embodiments. Example multi-carrier channel 500 can be
generated and transmitted using a PHY transmitter, such as
example PHY transmitter 300, for example. Specifically,
example multi-carrier channel 500 can be a downstream
channel transmitted from a network termination modem to
one or more CM(s). It is noted that example multi-carrier
channel 500 is shown before time and/or frequency interleav-
ing has been performed on channel 500.

As shown in FIG. 5, in the frequency domain, example
multi-carrier channel 500 includes a PLC 404 and a NPP
channel 502, which are interleaved in frequency with data
subcarrier segments. PL.C 404 is transmitted continuously in
time over the same dedicated subcarrier group (PLC subcar-
riers). Periodically, PLC 404 includes a preamble 508 that is
inserted with PHY link up information 510. Preamble 508 can
be used by a CM wishing to join the network to detect PLC
404. In an embodiment, preamble 508 occupies a fixed num-
ber of symbols (e.g., 8 symbols) (preamble 508 not shown
according to scale in FIG. 5).

In an embodiment, PHY link up information 510 contains
messages exchanged between the network termination
modem and one or more CMs that are used by the CM(s) to
perform read and write (get and set) operations that permit the
CM to manage and monitor other operational aspects ofa CM
as well as other operational changes such as, but not limited
to, directing a CM to change receiver frequency to a second
downstream PL.C channel and complete PHY Link up proce-
dures on that second channel. In another embodiment, PHY
link up information 510 contains a timing reference that is
used by one or more CMs as part of maintaining precision
shared clock synchronization with the network termination
modem.

NPP channel 502 is transmitted on a dedicated subcarrier
group (NPP subcarriers). In an embodiment, the NPP mes-
sage occupies between 4 and 24 subcarriers in a symbol time
slot per each NPP (or codeword). In another embodiment, the
NPP message occupies a variable number of subcarriers in a
symbol time slot, depending on the number of data code-
words being transmitted in the symbol time slot. In other
embodiments, as further described below in F1G. 7C, the NPP
channel can occupy multiple frequency separated subcarrier
groups. In an embodiment, the NPP message in a given sym-
bol time slot includes pointers to the frequency boundaries
(e.g., first subcarrier or last subcarrier) of subcarriers groups
carrying data codewords in the symbol time slot. For
example, in FIG. 5, in the first symbol time slot shown, the
NPP message includes a first pointer 506 that identifies the
first subcarrier frequency of a first subcarrier group carrying
a codeword 504 (codeword A), a second pointer 512 that
identifies the first subcarrier of a second subcarrier group
carrying a codeword 514 (codeword B), and a third pointer
516 that identifies the first subcarrier of a third subcarrier
group which carries a portion of a codeword 518 (codeword
C) (codeword C begins in the first symbol time slot and ends
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in the second symbol time slot). A receiver can determine the
codeword lengths of codewords by reading consecutive
pointers from the NPP message.

In another embodiment, MAC Management Messages
(MMM) can be transmitted on data subcarriers as part of the
data (not shown in FIG. 5). MMM originate in upper layers
(e.g., MAC) and can include additional profile information
and/or OFDM specific information.

FIG. 6 is a time domain illustration of an example PLC 600
according to an embodiment. Example PL.C 600 is provided
for the purpose of illustration only and is not limiting of
embodiments. As shown in FIG. 6, PLC 600 includes a pre-
amble 508 and PHY link up information 510. In an embodi-
ment, preamble 508 occupies 8 symbol time slots and repeats
every 128 symbols.

FIGS. 7A-7C illustrate example implementation 700A,
700B, and 700C of a Next Profile Pointer (NPP) channel
according to embodiments. Example implementations
700A-C are provided for the purpose of illustration only and
are not limiting of embodiments.

In example implementation 700A, NPP channel 502 is
transmitted over a fixed (reserved) set of subcarriers ina given
symbol time slot. Depending of the bandwidth of NPP chan-
nel 502, a fixed number of pointers (and associated modula-
tion profile identifiers) can be transported in a given NPP
message. For example, as shown in the embodiment of FIG.
7A, each NPP message of NPP channel 502 can include 5
pointers: 702, 704, 706, 708, and 710. As such, up to 5
codewords can be transported in a given symbol time slot.

Inan embodiment, each pointer is configured to point to the
last subcarrier of a subcarrier group carrying a respective
codeword. In another embodiment, each pointer is configured
to point to the first subcarrier of a subcarrier group and
includes the length of the subcarrier group. For example, in
the first symbol time slot, pointer 702 points to the last sub-
carrier of a subcarrier group 712 carrying a codeword B.
Pointer 704 points to the last subcarrier of a subcarrier group
714 carrying a codeword C. However, because only two code-
words end within the first symbol time slot, only two pointers
(702 and 704) of the available 5 pointers are used in the first
symbol time slot. Unused pointers 706, 708, and 710 are set to
a NULL value.

In example implementation 7008, NPP channel 502 is
transmitted over a variable set of subcarriers, which can vary
from symbol time slot to another depending on the actual
number of codewords carried in the symbol time slot. Accord-
ing to this implementation, the data codewords and the NPP
message being transmitted in a given symbol time slot are
mapped to subcarriers in opposite directions. For example, in
an embodiment, the NPP message is mapped starting with the
lowest frequency subcarrier (and moving up) and the data
codewords are mapped starting with the highest frequency
subcarrier (and moving down). For example, in the first sym-
bol time slot, a data codeword D (codeword D) is first mapped
to a first subcarrier group 722 that begins with the highest
frequency subcarrier. Correspondingly, a pointer 716 that
points to the last subcarrier (i.e., lowest frequency subcarrier)
of first subcarrier group 722 is mapped to one or more sub-
carriers starting from the lowest frequency subcarrier. Alter-
natively, pointer 716 can point to the first subcarrier of first
subcarrier group 722 and can include the length in number of
subcarriers of first subcarrier group 722. Then, a codeword C
is mapped to a second subcarrier group 724 and a correspond-
ing pointer 718, which points to the last subcarrier of second
subcarrier group 724, is mapped to one or more subcarriers
above and adjacent to the ones used for pointer 716. Finally,
aportion of athird codeword B is mapped to a third subcarrier
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group 726. Because third codeword B does not end in the first
symbol time slot, a pointer 720 is mapped to one or more
subcarriers above and adjacent the ones used for pointer 718.
In an embodiment, pointer 720 is configured to point to third
subcarrier group 726 (which is the last subcarrier group) to
indicate end of pointer processing to a receiver.

In example implementation 700C, NPP channel 502 is
transmitted over a variable set of subcarriers, which can vary
from symbol time slot to another depending on the actual
number of codewords carried in the symbol time slot. Accord-
ing to this implementation, in every symbol time slot, NPP
channel 502 has a reserved subcarrier group 728, which
points to the last subcarrier of the first data subcarrier group.
For example, in the first symbol time slot, subcarrier group
728 is used to carry a pointer 734 that points to the last
subcarrier of a first data subcarrier group 736. Then, if the
symbol time slot includes additional codewords, additional
subcarrier groups for corresponding pointers are added inline
before the start of each codeword. For example, as shown in
FIG. 7C, a subcarrier group 730 located immediately below a
second data subcarrier group 738 is used to carry a pointer
740 for identifying the last subcarrier of second data subcar-
rier group 738. Finally, a subcarrier group 732 located above
second data subcarrier group 738 carries a NULL pointer to
indicate that the subsequent codeword does not terminate in
the current symbol time slot.

It must be noted that although the above example imple-
mentations show the data codewords being mapped starting
from the highest available subcarriers and the NPP channel
being mapped starting from the lowest available subcarriers,
in other implementation the data codewords and the NPP
channel can be mapped in the reverse directions.

FIG. 8 illustrates an example PHY receiver 800 according
to anembodiment. Example PHY receiver 800 is provided for
the purpose of illustration only and is not limiting of embodi-
ments. Example PHY receiver 800 can be located in a net-
work termination modem, such as network termination
modem 102, for example, or in a CM, such as CM 104. In the
embodiment described below, PHY receiver 800 is described
as being embedded in a CM and used to receive a multi-carrier
modulated signal (comprising time consecutive multi-carrier
modulated symbols, each symbol transmitted in a symbol
time slot over a multi-carrier channel), carrying both data and
PHY link signaling from a network termination modem. As
will be understood by a person of skill in the art based on the
teachings herein, PHY receiver 800 can also be used in a
network termination modem to receive a multi-carrier modu-
lated signal for carrying data and upstream PHY link signal
upstream to the network termination modem.

As shown in FIG. 8, example PHY receiver 800 includes,
among other components, an RF receiver 830; a Cyclic Prefix
(CP) Extraction and Windowing module 806; a multi-carrier
demodulator 804, which may including a Fast Fourier Trans-
form (FFT) module; a PL.C de-interleaver 834; a frequency
de-interleaver 836; a time de-interleaver 839; symbol demap-
pers 814 and 816, a profile table 310, and a PHY controller
822.

RF receiver 830 is configured to receive a multi-carrier
channel over a coaxial cable 832 and generate a multi-carrier
modulated signal 802. Signal 802 can include consecutive
OFDM symbols, for example. As described above, the multi-
carrier channel can include a plurality of data subcarriers
configured to transport data symbols; and a plurality of PL.C
subcarriers configured to transport PLC symbols. The plural-
ity of data subcarriers can also include NPP subcarriers con-
figured to transport NPP symbols as described above. Signal
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802 is acted upon by CP extraction and windowing module
806 to generate a multi-carrier modulated signal 808.

In an embodiment, multi-carrier demodulator 804 is con-
figured to demodulate multi-carrier modulated signal 808, for
example using a FFT module, to generate PL.C symbols 812
and data (and NPP) symbols 810.

In an embodiment, PLC symbols 812 are demodulated
from PLC subcarriers and can span one or more symbol time
slots (e.g., 128 symbols as shown in FIG. 6). PLC symbols
812 are then time de-interleaved using PL.C de-interleaver
834 and then demapped by symbol demapper 816 to generate
a PHY link signaling bit stream 820, which is provided to
PHY controller 822. In an embodiment, the location of the
PLC subcarriers are known to PHY receiver 800. Accord-
ingly, PHY controller 822 can configure demodulator 804
using a control signal 824 to demodulate the PL.C subcarriers
to generate PL.C symbols 812. In another embodiment, PHY
controller 822 configures symbol demapper 816 using a con-
trol signal 828 according to a modulation profile (e.g.,
16-QAM) used to transmit the PL.C.

PHY controller 822 is configured to identify a PHY Link
Channel (PLC) in PHY link signaling bit stream 820. In an
embodiment, PHY controller 822 is configured to detect a
preamble embedded within the PL.C. Upon detecting the pre-
amble, PHY controller 822 can read and retrieve information
from the PL.C. In an embodiment, to detect the preamble,
PHY controller 822 is configured to control multi-carrier
demodulator 804 to perform a two-dimensional search for
FFT size and Cyclic Prefix (CP) size. The search can include
testing a number of hypotheses until a hypothesis resulting
with a maximum correlation is found. Subsequently, PHY
controller 822 can perform another search to determine a
frequency offset between the CM and the network termina-
tion modem. This search can also include testing a number of
frequency offset hypotheses between the preamble sequence
embedded in the PLC and a local replica stored in PHY
receiver 800. Once the FFT size, CP size, and frequency offset
are determined, PHY controller 822 can find the preamble
embedded in the PLC and can use the preamble to estimate
the downstream channel from the network termination
modem. After estimating the channel, PHY controller 822
can begin receiving and reading the data portion of the PL.C.

In an embodiment, PHY controller 822 is configured to
retrieve a template of the multi-carrier channel from the PL.C,
the template including at least one of: a center frequency of
the multi-carrier channel, available subcarriers of the multi-
carrier channel, frequency locations of the NPP subcarriers
within the multi-carrier channel, a default modulation profile,
synchronization information, and power management infor-
mation.

Data (and NPP) symbols 810 are provided to frequency
de-interleaver 836, which performs frequency de-interleav-
ing on the symbols, and then to time de-interleaver 828,
which performs time de-interleaving on the symbols, before
being provided to symbol demapper 814. Data (and NPP)
symbols 810 can span one or more symbol time slots. The
description below presents the processing of data and (NPP)
symbols 810 over a single symbol time slot.

Symbol demapper 814 acts on data (and NPP) symbols 810
to generate a data bit stream 818 and an NPP bit stream 834.
In an embodiment, PHY controller 822 configures symbol
demapper 814 to separate data bit stream 818 from NPP bit
stream 834 when demapping data (and NPP) symbols 810. In
an embodiment, PHY controller 822 uses information
obtained from the PL.C to separate the two bit streams.

In an embodiment, in each symbol time slot, NPP bit
stream 834 includes a single NPP message. The NPP mes-
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sage, as described above, include pointers (and modulation
profile identifies) for data codewords being transported or
started within the same symbol time slot on the data subcar-
riers. In an embodiment, PHY controller 822 reads the NPP
message to identify at least a first codeword being transported
by a first data subcarrier group of the plurality of data sub-
carriers. For example, PHY controller 822 can retrieve a
pointer configured to identify a boundary of the first data
subcarrier group and a modulation profile associated with the
first codeword.

In an embodiment, if the modulation profile associated
with the first codeword matches a profile of the CM (where
PHY controller 822 resides), PHY controller 822 configures
symbol demapper 814 to demap the data symbols corre-
sponding to the first data subcarrier group to generate the first
codeword as part of data bit stream 818. Specifically, PHY
controller 822 configures symbol demapper 814, using a con-
trol signal 826, to de-map the first codeword data symbols
using the modulation profile (read in the NPP message) to
generate the bits for the first codeword. Data bit stream 818 is
then forwarded for further processing (e.g., FEC decoding,
de-interleaving, etc.) before being forwarded as one or more
MAC frames to the MAC layer.

In accordance with the above teachings, embodiments also
include a cable network having a network termination
modem, at least one CM, and a coaxial distribution network
that connects the network termination modem to the at least
one CM. The network termination modem can be configured
to transmit a multi-carrier modulated signal over a multi-
carrier channel of the coaxial distribution network to the at
least one CM. The multi-carrier modulated signal can com-
prise at least one data codeword destined to the at least one
CM, a PLC including a template of the multi-carrier channel,
and a NPP channel identifying frequency and time bound-
aries of the atleast one data codeword within the multi-carrier
channel. The at least one CM can be configured to find the
PLC within the multi-carrier modulated signal; determine,
using the PL.C, a frequency location of the NPP channel and
other transmission characteristics required to receive the sig-
nal; retrieve the frequency and time boundaries of the at least
one codeword from the NPP channel; and retrieve the at least
one codeword from the multi-carrier modulated signal based
on the frequency boundary.

Embodiments have been described above with the aid of
functional building blocks illustrating the implementation of
specified functions and relationships thereof. The boundaries
of these functional building blocks have been arbitrarily
defined herein for the convenience of the description. Alter-
nate boundaries can be defined so long as the specified func-
tions and relationships thereof are appropriately performed.

The foregoing description of the specific embodiments will
so fully reveal the general nature of the disclosure that others
can, by applying knowledge within the skill of the art, readily
modify and/or adapt for various applications such specific
embodiments, without undue experimentation, without
departing from the general concept of the present disclosure.
Therefore, such adaptations and modifications are intended to
be within the meaning and range of equivalents of the dis-
closed embodiments, based on the teaching and guidance
presented herein. It is to be understood that the phraseology or
terminology herein is for the purpose of description and not of
limitation, such that the terminology or phraseology of the
present specification is to be interpreted by the skilled artisan
in light of the teachings and guidance.

The breadth and scope of embodiments of the present
disclosure should not be limited by any of the above-de-
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scribed exemplary embodiments, but should be defined only
in accordance with the following claims and their equivalents.

What is claimed is:

1. A network termination modem, comprising:

a physical layer (PHY) controller configured to generate a
PHY link signaling bit stream;

at least one symbol mapper configured to receive a data bit
stream and the PHY link signaling bit stream, and to map
the data bit stream and the PHY link signaling bit stream
to respective constellations to generate data symbols and
PHY Link Channel (PLC) symbols; and

a multi-carrier modulator configured to modulate the data
symbols and the PL.C symbols onto respective subcarri-
ers to generate a multi-carrier modulated symbol;

wherein the PL.C symbols include PHY link up informa-
tion that enables at least, one cable modem (CM) to
connect to the network termination modem.

2. The network termination modem of claim 1, further

comprising:

a radio frequency (RF) transmitter configured to transmit
the multi-carrier modulated symbol over a multi-carrier
channel to the at least one CM, wherein the multi-carrier
channel comprises:

a plurality of data subcarriers configured to transport the
data symbols; and

a plurality of PL.C subcarriers configured to transport the
PLC symbols.

3. The network termination modem of claim 2, wherein the
plurality of data subcarriers include Next Profile Pointer
(NPP) subcarriers that include a pointer configured to identity
a frequency boundary or a time boundary of a first data
subcarrier group of the plurality of data subcarriers.

4. The network termination modem of claim 2, wherein the
PHY link up information further includes a timing reference
to maintain synchronization with the at least one CM.

5. The network termination modem of claim 2, wherein the
plurality of data subcarriers include Next Profile Pointer
(NPP) subcarriers configured to transport NPP symbols.

6. The network termination modem of claim 5, wherein the
PLC symbols include a template of the multi-carrier channel,
the template including at least one of: a center frequency of
the multi-carrier channel, available subcarriers of the multi-
carrier channel, frequency locations of the NPP subcarriers
within the multi-carrier channel, a default modulation profile,
synchronization information, and power management infor-
mation.

7. The network termination modem of claim 6, wherein the
PLC symbols further include a preamble that is inserted in
time with the template of the multi-carrier channel.

8. The network termination modem of claim 7, wherein the
preamble includes a pre-defined sequence for detection of a
PLC carried by the PL.C subcarriers.

9. The network termination modem of claim 5, wherein the
data symbols include at least a first codeword, the first code-
word being transported by a first data subcarrier group of the
plurality of data subcarriers.

10. The network termination modem of claim 9, wherein
the NPP symbols include a pointer configured to identify a
frequency and time boundary of the first data subcarrier
group.

11. The network termination modem of claim 10, wherein
the NPP symbols further include a modulation profile identi-
fier associated with the first codeword.

12. The network termination modem of claim 5, further
comprising:

an interleaver configured to interleave the data symbols
and the NPP symbols; and
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a PLC interleaver dedicated to interleave the PLC symbols.

13. A cable modem (CM), comprising:

a multi-carrier demodulator configured to demodulate a
multi-carrier modulated signal to generate physical
layer (PHY) Link Channel symbols (PLC symbols);

at least one symbol demapper configured to de-map the
PLC symbols to generate a PITY link signaling bit
stream; and

a PHY controller configured to identify a PHY Link Chan-
nel (PLC) in the PHY link signaling bit stream and to
configure the at least one symbol demapper based at
least in part on information retrieved from the PLC;

wherein the PLC symbols include PHY link up informa-
tion that enable the cable modem to connect to a network
termination modem.

14. The CM of claim 13, wherein the PHY controller is
further configured to control the multi-carrier demodulator to
find a preamble embedded in the PLC.

15. The CM of claim 13, further comprising:

a radio frequency (RF) receiver configured to receive a
multi-carrier channel to generate the multi-carrier
modulated signal, wherein the multi-carrier channel
comprises:

a plurality of data subcarriers configured to transport data
symbols; and

a plurality of PLC subcarriers configured to transport the
PLC symbols.

16. The CM of claim 15, wherein the plurality of data
subcarriers include Next Profile Pointer (NPP) subcarriers
configured to transport NPP symbols.

17. The CM of claim 16, wherein the PHY controller is
further configured to retrieve a template of the multi-carrier
channel from the PL.C, the template including at least one of:
a center frequency of the multi-carrier channel, available
subcarriers of the multi-carrier channel, frequency locations
of the NPP subcarriers within the multi-carrier channel, a
default modulation profile, synchronization information, and
power management information.

18. The CM of claim 16, wherein the data symbols include
at least a first codeword, the first codeword being transported
by a first data subcarrier group of the plurality of data sub-
carriers, and wherein the PHY controller is further configured
to retrieve, from the NPP symbols, a pointer configured to
identify a frequency and time boundary of the first data sub-
carrier group.

19. The CM of claim 18, wherein the PHY controller is
further configured to retrieve, from the NPP symbols, a
modulation profile identifier associated with the first code-
word.

20. The CM of claim 19, wherein the PHY controller is
further configured, if the modulation profile associated with
the first codeword matches a profile of the CM, to configure
the at least one symbol demapper to demap data symbols
corresponding to the first data subcarrier carrier group to
generate the first codeword.

21. A cable network, comprising:

a network termination modem;

at least one cable modem (CM); and

a coaxial distribution network that connects the network
termination modem to the at least one CM,

wherein the network termination modem is configured to
transmit a multi-carrier modulated signal over a multi-
carrier channel of the coaxial distribution network to the
at least one CM, the multi-carrier modulated signal com-
prising at least one data codeword destined to the at least
one CM, a physical layer (PHY) Link Channel (PLC)
including a template of the multi-carrier channel, and a
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Next Profile Pointer (NPP) channel identifying a fre-
quency and time boundary of the at least one data code-
word within the multi-carrier channel.

22. The cable network of claim 21, wherein the at least one
CM is configured to find the PL.C within the multi-carrier 5
modulated signal; determine, using the PLC, a frequency
location of the NPP channel; retrieve the frequency and time
boundary of the at least one codeword from the NPP channel;
and retrieve the at least one codeword from the multi-carrier
modulated signal. 10

16



UNITED STATES PATENT AND TRADEMARK OFFICE
CERTIFICATE OF CORRECTION

PATENT NO. 19,118,444 B2 Page 1 of 1
APPLICATION NO. : 14/029204

DATED : August 25, 2015

INVENTORC(S) : Kliger et al.

It is certified that error appears in the above-identified patent and that said Letters Patent is hereby corrected as shown below:

IN THE CLAIMS
Column 13, line 16, please replace “least, one” with --least one--.

Column 14, line 7, please replace “PITY” with --PHY--.

Signed and Sealed this
Fifteenth Day of March, 2016

Decbatle X Loa

Michelle K. Lee
Director of the United States Patent and Trademark Office



